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aIR Panel Basic (Article No. 755037-V) Demo Unit 

small scratches in the metal on the outside, misdrilled hole in the metal plate, 
reflector and function perfect 

air-cooled, expandable area module for 6 lamps, 
- stable aluminum housing 
- highly polished, specially aligned aluminum reflectors 
- spectral reflection > 95 % 

Irradiated area L 601 mm x W 237 mm, lamp length 258 mm 

Power density depending on lamp and voltage up to 51 kWel/m2 
 
L 766 mm / W 346 mm / H 92 mm plus Connection and Cables  
Weight 5.0 kg (without cable) 
 
Expandable by a maximum of 2 additional modules  
(aIR Panel Extension, article number 755917) 
Irradiated area then L 1,803 mm x W 237 mm, lamp length 258 mm 

Prepared for mounting on the long side (M5x5.5) 

Integrated cooling air flow / cooling air quantity max. 200 m3 / hr. 
depending on the lamp output and the installation conditions of the application 

lamps individually controllable with optionally available power supply 

3 m connecting cable (12x2.5 mm2) with variable terminal connections 

Versatile use in different voltage ranges 

suitable power supply optionally available 

The module is supplied without lamps, which can be selected and purchased separately 
from the extensive range. 
 
Model Voltage max Power Number Lamps Power Supply Power Density

Article No. Volt Watt Lamps maximum optionally available Pel in kWel/m
2

755037 per Module / Unit Model

aIR Panel Basic 400 7.200 6 258-1200 PP475 IEC / UL 51

Basic + 1 Extension 400 14.400 12 258-1200 PP421-3 IEC / UL 51

Basic + 2 Extension 400 14.400 18 258-800 PP421-3 IEEC / UL 34

aIR Panel Basic 230 3.000 6 258-500 PP320 IEC / UL 21

aIR Panel Basic 120 1.200 6 258-200 PP320 IEC / UL 8  
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